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Chan Concert Hall House Plot

Parterre, Dress Circles, & Catwalks
stack vertically

Cove Pipes stack vertically

POSITIONS ARE TO SCALE.
LOCATIONS ARE NOT TO SCALE!

La La Land House Plot
Revised as of Sept. 2017

ETC 750W S4
barrel degree10°

Legend

Inventory used in House Hang:

29  - 10deg S4 750w 2  - 19deg LED ColorSource4
10  - 14deg S4 750w 16 - 26deg LED ColorSource4
32  - 19deg S4 750w 6  - 7" Fresnel 1Kw
2   - 26deg S4 750w 8  - Par 64 Med 1Kw
2   -  36deg S4 750w
2   -  36deg S4 575w 128 -  Par 56 Nar 300
2   -  Rosco I-Cues   (unfocusable concert
2   -  Rosco DMX Iris kits      top light)

Dimmers:

148 dimmers total, available in venue for use;
94 dimmers total, used in House Hang; plus
54 dimmers remaining throughout the venue.
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ETC Colorsource 4
LED RGB-L

ETC 575w S4
barrel degree

2/301

 Device DMX address

Spare Lenses in Venue:
Catwalk Canopy

6 - 19deg lenses 4 - 19deg lenses
6 - 26deg lenses

8  -  Par 64 Nar 1Kw

Dimmer/Non-Dim

Channel

750w lamp cap

575w lamp cap

Universe / Address
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